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Dual heat. All Weller guns offer Dual Heat, 


an original Weller feature that provides two. 


tip temperatures from the same gun. Two 
trigger positions permit instant switching 
to high or low heat, whichever is best suited 
_ for the job. The use of low heat prevents 
damage when soldering near heat-sensitive 
componentsand prolongs tip life. High heat 
is instantly available when needed. 


Instant heat. Solders in seconds. No wait- 
ing for the tip to heat. No wasted current. 


High-Efficiency Tip. Made of copper for 
superior heat transfer and optimum sol- 
dering results. Slips easily into difficult 
places. | 


Exclusive Tip Grip. Wiping action of tip 


fastening nuts eliminates contact resis-. 





Fingertip control. Heat is instantly ‘‘on’’ 
when trigger is pulled, instantly ‘‘off’’ when 
trigger is released. No need to unplug the 
gun. No danger of damage from an idling 
hot tool. 


Operating comfort. Compact design and 
perfect balance make precision soldering 


_ easy and eliminate fatigue. 





8200 
100/140 WATTS 


tance and oxidation. This assures full, con- 


stant heat. Guaranteed one year. All Weller guns are 


UL and CSA approved, and guaranteed for 
one year against defects in material and 
workmanship. 


Spotlight. Illuminates the work and elimi- 
nates shadows. 





3 Dual Heat Models 


MODEL 8200—100/140 watts 
MODEL D-440—145/210 watts 
MODEL D-550—240/325 watts 


KITS WITH ACCESSORIES 


MODEL 8200PK—Dual heat 100/140 
watt gun, 3 soldering tips, tip-changing 





Accessory and Replacement Tips for Weller Dual Heat Guns 
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SOLDERING SMOOTHING CUTTING wrench flux brush, soldering aid, solder, 
For gun model &8200— For gun models D-440 For gun models D-440 Sipe ete 
sof : Tip 7135N : _ and 8200—Tip 6120 8200—Tip 6110 eet heat git adenine ae 
. For gun model D-440— For gun model D-550— For gun model D-550— and smoothing tips; tip- -changing wrench, 
ha poe ao een 550 nee Tip 6130 solder; plastic case. 
i. Tip 7250N 
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for controlled temperature soldering 





STANDARD WELLER MAGNASTAT IRONS 


Only Weller brings you soldering irons with temperature control 


MODEL NO. WATTS TIPS 
- in the tip. One Magnastat iron with 3 different controlled tem- W-60 60 5-CIN—750°F 
j it maintai W-80 80 6-EI N—750°F 
_ perature tips does the work of 3 differentirons. And it maintains TC1202 130 1>_G4N._750°F 


- proper temperature for secure, reliable soldered connections. ' Furnished with standard two-wire cord and tip number designated. 


¢ Weller Magnastat irons do the work of uncontrolled irons that 
require much higher wattage and weigh twice as much. 


e The light weight of a Weller Magnastat iron reduees operator 
fatigue. Handle remains cool. 


: . Tip temperature will not vary more than +3% when idling. 


OA Magnastat iron provides efficient soldering temperature 
under load and excellent recovery. 


Over 90 Magnastat Wellertips are available. Tips come in 3 
controlled temperature ranges—600°F, 7OO°F and 750°F— 
and in many different shapes. — 
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e Your choice of 3 different controlled temperatures by inter- 
one changing Magnastat tips. 
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Temperature Controlled ‘‘Low Voltage’’ Soldering Pencil with 34.” 
700°F tip and power unit—MODEL W-TCP 


SPECIFICATIONS 
Weight with Tip, Overall Length Tip 


Wattage Voltage Less Power Unit of Iron with Tip Retainer 
and Cord O. D. 
120 V.* 
60 50/60 Cycles 14 oz. 7" 5/6” 


*230/250V.. 50/60 Cycles available upon request at same price. 


Continuously Variable Temperature 
Controlled Soldering Unit with 
SCR and Thermistor Control Circuit 


Temperature Controlled 
“Low Voltage” Soldering Unit 


For production line and research laboratory use where accurate 
control of tip temperature is essential to meet rigid soldering 
specifications. Choice of 4 different tip temperatures from one 
soldering pencil merely by interchanging 4 different controlled 
temperature tips. 


¢ Temperature control is in the tip. Choice of 500°F, 600°F, 
700°F and 800°F tip temperatures. 

¢ Extremely small and light in weight. Easy to control. 

¢ Suitable for miniature or general soldering. 


° High efficiency and rapid recovery. Packed with plenty of 
reserve power. 


Low 24 volt operation for component and user protection. 
Isolated for elimination of leakage current. 

Handle of high-impact plastic remains cool. 
Interchangeable tips are premium plated. 

Soldering iron stand attached to power unit. 


Power cord is silicon rubber covered, extremely flexible and 
easy to maneuver. Doesn’t break or burn. 


Interchangeable tips available: Ve”, 142”, 242”, Ye”, %e” and %4” 
screwdriver with choice of 500°F, 600°F, 7O00O°F and 800°F 
controlled temperatures. 


Features continuously variable tip temperatures from 200°F 
to 450°F—simply dial the temperature required. This unit is 
specifically engineered for low-temperature, miniature solder- 
ing applications. Interchangeable tips include “46” (standard) 
and ¥%2" conical flat. Otherwise identical to W-TCP (above) 
except wattage: 20 instead of 60. 


Utility Soldering Irons 





Marksman Soldering Irons 


Feature stainless steel, long-reach barrels, 4” replaceable tips. 
All operate at 120 volts; all provide Weller quality. 


a 





Model No. Wattage Weight (Oz.) 
SP-23* 25 1% 
SP-40 40 2 
SP-80 80 4 

_ SP-120 120 10 
SP-175 175 16 





*Also available as a kit (Model SP-23K). Includes iron; screwdriver. 
cone and chisel tips; soldering aid and extra supply of solder. 


“Industrial Rated” Pencil Soldering Irons 


* Low cost 115 volt iron has tip temperature of 860°F with 25 
watt input. Ideal for miniature type soldering. 


¢ High efficiency and rapid recovery. 
¢ Does the work of irons that require much higher wattage. 


°e Lightweight design reduces operator fatigue, provides accu- 
rate control. 


¢ Rugged heating element designed for durability, long service. 


e Readily replaceable parts. Change your own heating element 
or cord set. 


Interchangeable tips available: “6”, 42” and %" screwdriver. 
Premium plated for long life. 
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